
Ozone Generator

TAG-200 / TAG-400
Operating Manual

Thank you for choosing our products.
Before use, please carefully read the instructions related to 

product operation and safety conditions.
Make sure to keep this manual for future reference so that 
you use the product in a safe manner. At Teslagen.eu you 

will find more tips and instructions.



IMPORTANT!

Used by adults only, never allow a child to use this 
equipment.
O3 (Ozone) has strong oxidizing properties. The half-life 
of Ozone is very short (20-30min). For best results and 
purity, use the unit for a maximum of 90-120min at a time.
 O3 (Ozone) has a specific odour and should not be 
inhaled. After the treatment, it smells like a "thunder and 
rain". Ozone decomposes quickly and removes literally all 
odours.
 Ozone generator produces a large amount of pure 
Ozone (20-40g / h) and the area being treated must be 
ventilated afterwars, and not be entered until at least 
20-30 minutes after the end of treatment.
 Pets must not be exposed to direct contact with 
Ozone. The same rules as for a humans must be applied.

Never service the unit yourself except for cleaning as this 
will void the warranty.

1. Power cable
2.  Timer
3. Air intake
4. Handle

With timer set to ON 
mode, the machine 
can be operated 
wirelessly via an app. 
Works for both Iphone 
and Android. See more 
tips on Teslagen.eu
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(1) Insert the power supply.

(2) Set the Timer to the desired treatment time and then 
leave the space during the treatment. You can also use the 
electronic timer via an APP on your Smart Phone.

-  The unit starts working and the indicator light comes on
-  The unit switches off automatically when the time runs out 
and the indicator light will go out. This also applies to the 
digital Timer and an APP.
-  Make sure that the area being treated is empty of people 
and pets.
-  Wait 30-45 minutes after the treatment time is over before 
entering the room (20-30 minutes for minor treatment). 
Open the windows and ventilate until you are satisfied.
-  The unit should be switched off after finishing treatment. 
Keep in mind that children are not allowed to touch or use 
the device.

Usage Method

- Close all outside doors and windows of the area to 
be treated.



Specification 

Power Supply 240/220V/55Hz AC 
Rated MPower 120W 
Ozone Output 20G/h / 40G/h 
Weight from 2.2 kg - 7,6kg
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